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Memmert CTC 256 
 
The Memmert temperature test chamber at CMR is available for testing equipment over a wide range of 
temperatures and is suitable for soak testing, cycling, environmental stress screening etc.  
 

The temperature in the chamber is 
programmed from the controlling PC 
which allows easy repetition of 
temperature cycles. The same PC also 
logs the temperature in the chamber. 
One access port is provided (on right 
hand side) for the connection of 
cables, this port is 80 mm in diameter. 
Adjustable shelving allows testing of 
several small components 
simultaneously, alternatively removal 
of the shelving allows testing of larger 
units. A calibrated precision Pt-100 
thermometer (±0.015 °C) is also 
available for cross-checking the 
temperature in the chamber. 
 
CMR's temperature test chamber is 
one of a range of facilities that is 

available to clients. In addition we can offer pressure chambers (including combined pressure and 
temperature testing), vibration testing and a variety of flow rigs for gases and liquids. 
 

SPECIFICATIONS 

Make & type Memmert CTC 256 

Temperature range (without humidity) -42 to +190 °C 

Temperature range (with humidity) +10 to +95 °C 

Maximum rate of change Up: 10 ºK/min, Down: 6 ºK/min(+190 °C to 0 °C)/4 ºK/min (-40 °C) 

Temperature control 

Electronic microprocessor temperature controller with auto-
diagnostic system 

2 Pt100 sensors Class A in 4-wire-circuit, mutually monitoring and 
taking over the performance at the same temperature value 

USB-interface incl. Memmert software "Celsius" for programming 
and documentation 

Chip-card control incl. 1 MEMoryCard XL with 32 kB storage 
capacity (max. 40 ramps) 

Internal dimensions 670 x 640 x 597 mm (height x width x depth) 

Maximum load 300kg, 30 kg per grid 

External access ports for cabling One 80mm 

Further information CMR.Test.Centre@cmr.no 


